
Amendment to the Claims 


Claim 1. (currently amended): A circular saw device for cutting a plurality of logs 
isposed in a cradle means, wherein said saw device comprises: 

a circular saw blade assembly comprising a circular s^iw blade, drive means to rotate 
said saw blade, an extension arm s l id i ngly conta i ned w i foin an arm sleeve, extend i ng means to 
e xtend sa i d extension arm wh e re i n sa i d oxtend i pg^moans is non - p i votal l y socurod to sa i d 
e xtens i on arm and sa i d arm s lee ve, wh e r^irfsa i d saw b l ado i s mount e d i n genera ll y para l l el 
a li gnment with tho direct i on said extens i on arm i s extended, whorein sa i d extend i ng m e ans, 
during operat i on of sa i d dcv i ccMg'for extend i ng sa i d e xtens i on arm and sa i d saw b l ade across 
the crad l e moans i n a dircpti^n g e n e ra ll y perpend i cu l ar to tho l ongitud i na l axos of sa i d l ogs to 
out said l ogs into occ | OTt3nts means for extending the saw blade across the plurality of logs, and 
a hydraulic circujfsystem for operating the drive means and extension means, said hydraulic 
system incjudina a charge accumulator for delaying the time of engagement of the saw blade 
motor m& the extension means. 


Claim 2. (original): The device of claim 1, where said circular saw blade assembly is 


mounted onto the cradle means which has a width greater, than the diameter of said circular 
saw blade. 

Claim 3. (original): The device of claim 1, further comprising abutment means to contact 
and thereby align said plurality qf logs. j Vr , . 

Claim 4 (original): The device of claim 3, where said abutment^meahs is adjustable in 
distance relative to said saw blade assembly. 

Claim 5. (original): The device of claim 1, where the^cradle means is U-shaped in 
cross-section. " * , { , ; 

Claim 6. (original): The device of claim 1, further comprising a tower connected to said 
cradle means and surrounding said saw blade assembly. 

Claim 7, (original): The device of claim 1, where said extending means comprises at 
least one hydraulic piston. 

Claim 8. (original): The device of claim 1, further comprising wheels attached to the 
cradle means. 

Claim 9. (canceled) 

Claim 10. (currently .amended): The device of claim 0 1 wherein the device further 
comprises a time-delay valve for varying threshold hydraulic pressure in the charge 
accumulator. _ 


